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Manufactured @ Meyerink Farm Service Inc.  
36794 SD Hwy 44 Platte, SD 57369 
(605) 337-2621 or (800) 658-2293 

 

Customer Name: ________________________________________ 

Model #: ______________________________________________ 

Serial #: _______________________________________________ 

Date Sold: _____________________________________________ 

Dealer Name: __________________________________________ 

Dealer Phone #: _________________________________________ 

FEEDWAGONS 
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Models   

340 & 480 
 

 

MFS Mixer Wagon 
 

 

Parts Manual 
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General Specifications 

 

Width:  Mixing chamber  86” 

  Overall (chute folded-outside of fender to conveyer) 11” 
 

Length: Mixing chamber  15’ 

   Overall   22’ 
 

Depth:   Mixing chamber 70” 
 

Height:  (mixer only)   72” 

    To top of optional extensions 108” 
 

Capacity: (stuck level) 480 cubic feet 
 

Weight:  14,000 lbs. - 480 

     11,000 lbs. - 340 
 

Bottom Section: 1/4” steel with 1/8” stainless steel liner 
 

Upper sides: 1/4” steel 
 

Back:   1/4” steel (reinforced) 
 

Front:  1/4” steel (reinforced) 
 

Lower Auger: 1/2” thick 30” outside diameter high tensile notched sectional flighting on     

 8-5/8” steel tube 1/2” in thickness  
 

Upper Auger: 3/8” thick 26” outside diameter high tensile notched sectional flighting on  

   1/2” thick 6 5/8” steel tube 
 

Discharge Opening: 27” x 36” controlled by 3/8” thick reinforced steel door 
 

Discharge Conveyor: 35” wide chain and slat conveyor hydraulic orbit motor driven    

                                     with hydraulic fold and optional magnetic flipper. 
 

Drive: Drivelines - 1 ½: shaft with Timken bearings  

            Gear box - 15 to 1 ration speed reducer 

            Main Drive Chain - 140 Riveted roller chain driven by hardened sprockets 

            Upper Chains - 100 Riveted Roller chain driven by hardened sprockets 
 

Lubrication: All chains encased in oil bath drive steel grease lines make bearing 

                       greasing assessable from outside of wagon. 
 

Mixing Time: 3 –5 minutes depending on ration 
 

Minimum Engine Horsepower: 40 horsepower  
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Lubrication 
  

Item Lubrication Interval 

All auger bearings 

(except rear bottom 

auger) 

Standard all purpose gun 

grease 

Every 40 hours 

Rear bottom auger 

bearing 

Standard all purpose gun 

grease 

Every 8 hours 

All driveline bearings Standard all purpose gun 

grease 

Every 80 hours 

Rear chain oil bath Med/heavy hydraulic oil Check every 100 

hours 

Driveline speed 

reducer 

Low temp. hydraulic oil Check every 100 

hours 
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A- 1/8” stainless steel liner (55”x 180”) welded onto a 1/4” thick steel bottom (60 ½’ 

X 180”) 

B- 1/4” thick steel shelf (23 ½’’ x 144”) placed under auger to reduce spillage on 

passenger side  

C- 1/4” thick steel side walls (60 ½” X 180”) reinforced 

D- 1/4” thick reinforced steel end plates (72”  x 92”) 

E- 10” x 175” x ¼” steel side reinforcements. 

F- Front and back channels 2 pcs @ 14” x 82”, 2 pcs @ 14” x 70” 

G- Tub 225 ft2 of ¼” plate 
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(Left Hand Model pictured above) 

 

A- Rexnord F35247E bearings 

B- Rexnord FB22463E7  bearings 

C- 3/4” x 2 ½” gr. 5 bolts with lock 

washers and nuts (56 per wagon) 

D- 7/8” x 2 ½” gr. 5 bolts with lock 

washers and nuts (4 per wagon) 

E- 1/4” steel grease line 76” long 

F- 1/4” steel grease line 26” long 

G- 1/4” steel grease line 39” long 

 

H- Poly Idler slider bracket ½” x 5 

flat, 30” long 

 

I- Idler sprocket tightener bracket 

½” x 5 flat, 16” long 

J- Poly Idler slider bracket1/4” x 7” 

flat 9” long 

 

K- Idler sprocket 1 ½” shaft 13” 

long 

 

L- Drain cap holders (1) 448-025, 

(1) 435-090
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(Left Hand Model pictured above) 

 

A- 100C60T001 Sprockets (2) 

B- 140C45T001 Sprocket 

C- 140 Riv 58 PITLG chain 

D- 100H Riv 176 PITLG chain  

E- 100H Riv 106 PITLG chain  

F- 5” poly tightener- 3 ½”long (2) 

G- 3/8” x 3 ½” auger washers 

H- Mixing chamber rain cap (448-025) 

I- Discharge hopper drain cap (435-090)
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(Left Hand Model pictured above) 

A- 100B20T001 Sprocket 

B- 100B17T001 Sprocket 

C- 100A15T Sprocket 

D- 100A12T Sprocket 

E- RA108RR Bearing 

F- RA100RR Bearing 

G- 1” x 3 ½” bolt with lock washer and nut 

H- 5” poly tightener 3 ¼” long 

I- Outside chain oiler 

a. 1” shaft 10” long 

b. 1” lock collar 

c. 10”  by 5/16” rod 

d. ½” x 2”x 6” flat 

J- Middle chain oiler 

a. 1” shaft 10” long 

b. 1” lock collar 

c. 10”  by 5/16” rod 

d. ½” x 2”x 6” flat 
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A- 140C15T Sprocket 

B- 8 gallons Medium/Heavy Hydraulic oil 

C- 1/2” x 2” gr. 5 bolt with lock washers and nuts (Qty_________) 

D- 140 Riv 58 PITLG 

E- 5” poly tightener, 3 ¼” long 
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A- Fafnir 80RAK pillow block  

B- G1100 KRRB 

C- Weasler 800-3524 1½“ yoke 

D- Weasler 200-3500 u-joint 

E- Weasler 35141-2206, 1 7/8” yoke 

F- 1 ½” shaft- 18” long 

G- 1 ½” shaft- 144” long 
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1” x 2” ladder assembly 
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A- 6 5/8” O.D. tubes with 1/2 “ wall  173 ½” long (480), 137 ½” long (340) 

B- 8 5/8” O.D. tubes with 1/2” wall   173 ½” long (480), 137 ½” long (340) 

C- 3/8” thick 26”x 26” x 6 .6”x 3/8 RN RH notched, sectional flighting with 3/8” 

thick reinforcement braces 

 

D- 3/8” thick 26” x 26” x 6 .6 3/8 ” LH notched, 5 ½ flighting sections with 3/8” 

thick reinforcement braces 

 

A- ½” x 3” x 3” angle iron kickers (2 per auger) 

 

B- ½” thick 30” x 24” x 8.61/2 LN” , sectional flighting with 3/8” thick 

reinforcement braces 
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A- 1/2” thick bottom auger kickers (triple welded) 

a. 2 pcs 4”x4”x1/2”ang. 10” long 

B- 3/8” thick flighting reinforcement braces 

C- 3/4” thick- 12 ½” diameter bottom augers,  

10 3/4” diameter top augers 

Triple welded and bolted together 

D- 3/4” x 2 ½” bolts, lock washers, and nuts (56 per wagon) 
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A- Weigh-Tronix Model 640 XL scale head 

 

 

 

 

 

                              
 

  

B- CC 30 Load cell 
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LEFT HAND MODEL 

 

A- Rexnard F35247E 

B- 1/8” thick hydraulic hose holder (3 ½” w x 10” l) 

C- 3/16” thick PTO shield (9”w x 16”l tread plate) 

D- 1/4” wall bulldog jack receiver 

E- Heavy duty Ag. Hitch with clevis 

F- 8000 lb side-wind bulldog jack 

G- Folding PTO shaft stand 

H- Telescoping splined PTO shaft 

I- FB22447H 
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A- 3/8” thick reinforced hopper door – 29” x 39” 

B- 4” channel iron reinforcement brace 36” long 

C- 1” x 4” lifter arm – 34” long 

D- Heavy duty lifter arm pivot 

a. ½” x 4” ang x 5 ½”long 

b. ¾” x 4” flat x 5 ½” long 

c. 3/8” x 2” flat x 5 ½” long 

d. ½” x 2” flat 4” 

E- 1/2” double pivot lifter arms 

F- Lifter arm bottom pivot 

a. 1” x 3” flat 3” long 

b. ¾” x 4” flat 4” long 

c. ¾” x 2” flat 4” long 

G- 3/8” thick chain stops 

H- 1/8” thick ration deflector shields 

I- 1/2” hopper pivot brackets 
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A- 2” x 8” stroke, hopper lift cylinders (HTH2008-ASAE-

10) 

B- 3” x 10” stroke, hopper door cylinder (HTH2510-10) 

C- 1 ½” x 6” stroke, magnetic flipper cylinder (SPE 1506-

ORB-DK) 

D- 1006 – hydraulic orbit motor hopper drive (158-1014-

001) 

E- 3/8” chain, hopper height stoppers (28 links) 
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F- Hopper door height indicator (1/4” x ½” flat 18”long) 

G- Aluminum divider, black (VA 1009-04) 

H- Check valve (FC10) 

 

 

 

A- 3/16” discharge hopper side plates (15” x 64”) 

B- 3/16” hydraulic flipper side plates (21”x 10”) 

C- 3/16” top conveyor tray (42”x 48”) 

D- 3/4” cylinder mount (3” x 6”) 

E- 52 MST 2 bolt flange 

F- Timken RA100RRB 1” bearing (SA 205-16 N) 

G- 1” cold rolled shaft 44” long 

H- 1 ¼” cold rolled shaft 44” long 

I- Stainless steel redi-bolt chain tightener ½” 

J- Conveyor chain sprockets (55-7X1 2 pcs) 
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A- 5” poly shaft idler (3 ¼” long) 

B- Cast iron C55 chain ( 2 pcs 10’ long) 

C- 31” long – 2” channel iron conveyor 

D- 3/8” flat iron slider (2”w x 7”l) 

E- Feeder chain overall width is 35” 

F- 2 Flipper magnets (AM-1700) 
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SAFETY 
SAFETY DECALS 

Immediately replace all worn or damaged Safety Decals (listed on these pages).  

Please supply the unit’s serial number with the order.  

 
WARNING 

HIGH PRESSURE 

FLUID HAZARD 

QTY: 1 

 

 

WARNING 

MOVING PART HAZARD 

QTY :2 

 

 

MFS LOGO 

QTY: 2 LARGE 

QTY: 2 MEDIUM 
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MAINTENANCE 

QTY: 2 

 

 
WARNING 

KEEP ALL SHIELDS IN PLACE 

QTY:  2 

 

DANGER 

NO ENTRY 

QTY:  3 
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DANGER 

STAY CLEAR OF CHUTE AREA 

QTY:  1 

 
DANGER, ROTATING DRIVELINE 

QTY: 2 

 

 
WARNING, CRUSHING OF HAND OR 

FINGERS 

QTY: 1 
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Warranty 

 

A. Standard Meyerink Farm Service Product Warranty 

This warranty shall apply ONLY if the Owner’s Registration form has been completed and 

returned to Meyerink Farm Service within 20 days from date of delivery. 

  

Meyerink Farm Service warrants, in accordance with the provisions below, to the original 

purchaser for the period of twelve (12) months from the date of delivery of Meyerink Farm 

Service’s equipment that the machine is free from defects in material or workmanship. Meyerink 

Farm Service’s obligation under this warranty is to repair or replace, at Meyerink Farm Service’s 

election, without charge and at the place of business of a dealer authorized to handle Meyerink 

Farm Service’s machinery, any part or parts of the machine which, in the judgment of Meyerink 

Farm Service, prove to be defective. The purchaser will be responsible for any service call and/or 

transportation of product to and from the dealer’s place of business. To secure warranty service, 

the purchaser must report the product defect to an authorized dealer and request repair within the 

applicable warranty term, and present evidence of the warranty start date. 

 

THIS WARRANTY AND MEYERINK FARM SERVICE’S OBLIGATION HEREUNDER IS 

IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING 

WITHOUT LIMTATION, THE IMPLIED WARRANTIES OF MERCHANTABILITY OR 

FITNESS FOR PARTICULAR PURPOSE, and all other obligations or liabilities of Meyerink 

Farm Service for incidental and consequential damages resulting from the design, manufacture, 

sale or use of the machine. No person is authorized to make any warranty or assume for Meyerink 

Farm Service any liability not strictly in accordance with the warranty.  

 

Some states do not allow the exclusion or limitation of incidental or consequential damages, so the 

above limitation or exclusion may not apply to you. This warranty gives you the specific legal 

rights, and you may also have other rights, which vary from state to state. Purchaser expressly 

waives any and all claims for punitive damages and all claims of negligence or strict liability or 

both. In no event shall Meyerink Farm Service’s liability exceed the purchase price of any product 

that is actually paid. 

 

If any provision of the warranty should be held invalid or unenforceable for any reason 

whatsoever, this warranty is to be considered divisible as to such provision, and such provision is 

to be deemed deleted from this warranty, and the remainder of this warranty shall be valid and 

binding as if such provision were not included herein.  

 

B. Purchased Product Warranty 

This warranty does not apply to wheels, tires, tubes or other component parts not manufactured by 

Meyerink Farm Service, except to the extent of their individual manufacturer’s guarantees. All 

non-Meyerink Farm Service parts and components must be returned to Meyerink Farm Service to 

allow their return to the respective manufacturer. 

 

C. Warranty Limitations and Exclusions 

This warranty shall not apply to any machine or machine part which, in the judgment of Meyerink 

Farm Service, has been altered or tampered with in any way, has been subjected to misuse, neglect 

or accident, has been used for and application not designed for or pre-authorized by Meyerink 

Farm Service in writing, has had the serial numbers altered, effaced or removed, or has been 

scrapped, junked, or totaled. Meyerink Farm Service is not responsible for the following; 

Depreciation or damage caused by normal wear, lack of reasonable and proper maintenance, 

failure to follow the Parts/Operator Manual recommendations, or normal maintenance parts and 

service including but not limited to shear pins, friction clutches, hammers, lubricants, and filters. 

All warranties, including the regular twelve (12) month warranty, are reduced to one half (1/2) if 

the machine is used in a non-agricultural commercial use or used as a rental unit. 

 

D. Product Changes and Improvements 

 Meyerink Farm Service is continually striving to improve its products, and therefore reserves the 

right to make improvements or changes when it becomes practical and possible to do so, without 

incurring any obligations to make changes or additions to the equipment sold previously. 
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                                EQUIPMENT 

CHECKLIST    
 

Pre-Delivery 
Check off each item after completion (where 

applicable): 

 

All foreign articles have been removed from 

inside the unit. 

 

All wheels nuts, studs, bolts and fasteners are 

tight to correct torque specs. 

 

All sprockets are in proper alignment 

 

All apron chains are properly adjusted. 

 

All grease fittings have been lubricated. 

 

All chain oil baths and gear boxes are filled 

with proper lubricant to correct levels. 

 

All shields and guards are in place and 

functioning properly. 
 

PTO shields turn freely. 

 

Machine has been started and test run. 

 

Lights, tow chains, and brakes, are 

functioning properly. 

 

Tires are at correctly specified inflation 

 

Scale system weighs/operates properly. 

 

 

 

 

I acknowledge that pre-delivery service was 

completed on this unit. 

 

Dealership 

 

Dealership Representative’s Signature 

 

Date Completed 

__________________    __________________ 

 Model     Serial No. 

Delivery 
Check off each item after completion: 

 

Give customer the Operator’s Manual. 

Instruct customer to read and completely 

understand its contents BEFORE 

operation of the unit. 

 

Explain and review with customer the 

SAFETY information in the manual. 

 

Explain and review with customer the set-

up information in this manual. 

 

Review the Lubrication section in this 

manual. Explain that regular lubrication 

adjustment, and maintenance are required 

for proper operation and long life. 

 

Explain and review with customer the 

Operation section in this manual.  

 

Review the troubleshooting section in the 

manual.  

 

Demonstrate the proper operation 

of the machine to the customer. 

 

Explain and review Meyerink Farm 

Service warranty that applies to this unit. 

 

Complete the Owner’s Registration card, 

including customer’s signature, and return 

it to Meyerink Farm Service.  Warranty 

reimbursement is contingent upon 

receiving Owner’s registration.  

 

I acknowledge that the above points were reviewed 

with me at the time of delivery. 

 

Customer’s Signature 

 

Date Delivered 

 

 

 

 

 

 

 

 

 

 

 

 

 Pre-Delivery 
Check off each item after completion (where 

applicable): 

 

All foreign articles have been removed from 

inside the unit. 

 

All wheels nuts, studs, bolts and fasteners 

are tight to correct torque specs. 

 

All sprockets are in proper alignment 

 

All apron chains are properly adjusted. 

 

All grease fittings have been lubricated. 

 

All chain oil baths and gear boxes are filled 

with proper lubricant to correct levels. 

 

All shields and guards are in place and 

functioning properly. 
 

PTO shields turn freely. 

 

Machine has been started and test run. 

 

Lights, tow chains, and brakes, are 

functioning properly. 

 

Tires are at correctly specified inflation  

 

 

 

 

 

 

 

 

 


